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AGRICULTURAL & GARDENING TOOLS



CORDLESS GRASS TRIMMER
Model

Charging Voltage (V) 100-240

HDBC  12V-X

Output Voltage (V) 10.8-12

Battery Capacity (Ah) 1.5/2.0

100-240

HDBC 20V-X

18-20

2.0/4.0

Accessories 2 units battery
1 unit charger

2 pcs metal blade
5 pcs plastic blade

1 pc wrench

2 units battery
1 unit charger

2 pcs metal blade
5 pcs plastic blade
1 pc round blade

1 pc wrench

BRUSH
CUTTER



TILLER

GASOLINE PADDY FIELD TILLER
Model

Tilling Scope (mm)

Tilling Depth (mm)

Driving Mode

700-950

100-200

Belt

HDT 950PD

Gear Shifting 1

Engine Model

Max. Power (hp/rpm)

N.w./G.w. (kg)

HDE225

8/3600

95/110



TILLER

DIESEL POWER TILLER

RatedPower (kW)

Model

Max. Power (hp)

Rated Speed (r/min)

Displacement (cc)

Tilling Width (mm)

7.5

12

3600

455

>1349

HDT 188D

Fuel Tank Capacity (L) 5.5

Tilling Depth (mm)

Transmission

Engine Type

150~300

Gear

Vertical, single cylinder,
air-cooled, 4-stroke

Starting System Manual Start

Net Weight (kg)

Wheel Size 4.00-8

7.5

12

3600

455

>1349

HDT 188DX

5.5

150~300

Gear

Vertical, single cylinder,
air-cooled, 4-stroke

Electric Start

4.00-8

135 135



HIGH
PRESSURE
WASHER

CORDLESS HIGH PRESSURE WASHER

Battery Voltage (V)

Model

Battery Capacity (Ah)

Pump Power (w)

Weight (kg)

Rated Pressure (bar)

Max. Pressure (bar)

Rated Flow (L/min)

DC-18

4

265

4.55

30

50

3.2

STORM  / HDPW50x

Max. Liquid Temperature (°C)

Size (mm)

≤ 40

409 x 260 x 170

Suitable for cleaning:
Cars, floors, stairs, glass, garden, marble, and other surfaces.

Unit includes:
* 1 pc spray gun

* 1 pc nozzle
* 1 pc bubble pot
* 1 pc water bag

* 1 pc 5 meter hose
* 1 pc 1.5 meter inlet pipe



POWER
SPRAYER

Tank Capacity (L)

Model

Pumps Capacity (L)

Battery Power (V / Ah)

Charger Input

13.8

3.6

12 / 8

AC 220V 50Hz

HDS138x

Charger Output DC 12V 1.3A

ELECTRIC POWER SPRAYER

Max. Pressure (Mpa)

Operational Hours (hours)

Net Weight (kg)

0.15 - 0.4

3 - 4

6.5

* Includes 3 types of nozzle
* Dual starter system: electric and manual starter



GENERATOR



GASOLINE
GENERATOR

GASOLINE GENERATOR
Model

Engine Type

Rated Frequency (Hz)

Rated Voltage (V)

Max. Power Output (KW)

Single phase, 4-stroke,
Forced air-cooled, OHV 

50

230

10

HDG 10R

Rated Power Output (KW) 9

Displacement (cc)

Fuel Capacity (L)

670

26

Fuel Consumption (g/KW.h)

Operation Mode (hour)

≤374

6.5-hour continuous running

Starter Type Electric starter



GASOLINE
GENERATOR

GASOLINE GENERATOR
Model

Engine Type

Displacement (cc)

Rated Frequency (Hz)

Rated AC Output (W)

Powerdyne, air cooled,
OHV, 2-cylinder, 4 stroke

999

50

17,000

HDG 23R

Rated Voltage (V) 240

Max. AC Output (W)

Fuel

Fuel Tank Capacity (L)

Duty Cycle

18,000

Unleaded petrol

65

8.5hr @ 50% load

Oil Capacity (L) 2.2

Noise Level @ 7m

AC Power Sockets 1 x 15A, 2x 32A (230V)
1 x 32A (415V)

82dB @ 50% load



INVERTER
GENERATOR

Rated Frequency (Hz)

Model

Rated Voltage (V)

Rated Output Power (kW)

Power Factor

50

220

6.8

1

HDG 8800di

Overload Protect (DC) Non-fuse Protector

SILENT INVERTER GENERATOR

Engine Type

Displacement (cc)

Fuel Type

Fuel Tank Capacity (L)

Single Cylinder, 4-Stroke,
Forced Air Cooling, OHV

420

Unleaded Gasoline

20.3

Oil Capacity (L) 1.1

Starting Mode

Packaging Dimension (LxWxH - mm)

Electric

870x726x685

Net Weight (kg) 105



DIESEL
GENERATOR

DIESEL GENERATOR
Model

Engine Type

Rated Frequency (Hz)

Max. Power Output (KVA)

Rated Voltage (V)

Single phase or three phase,
Forced air-cooled, 4-stroke

50

8.3

220/380

HDG10R-DSL

Max. Engine Output (HP) 15.0

Displacement (cc)

Compression Ratio

668

19:1

Rated Rotation Speed (rpm)

Operation Mode (hour)

3000

7.4-hour continuous running

Alternator Type & Size Brush AVR & 204*160mm

N.W.  /  G.W.  (kg) 219  /  232



DIESEL
GENERATOR

Engine

Model

Alternator

Rated Power (KVA)

Rated Voltage (V)

FAW

Brushless

20

230

HDG 20RN

Rated Frequency (Hz) 50

SILENT DIESEL GENERATOR

Rated Current (A)

Power Factor

Phase

28.8

0.8

3

Dimension (mm)

Weight (kg)

1600*740*1000

579

FAW

Brushless

30

230

HDG 30RN

50

43.3

0.8

3

1600*740*1000

679



DIESEL
GENERATOR

Engine

Model

Alternator

Rated Power (KVA)

Rated Voltage (V)

FAW

Brushless

40

230

HDG 40R

Rated Frequency (Hz) 50

SILENT DIESEL GENERATOR

Rated Current (A)

Power Factor

Phase

57.7

0.8

3

Dimension (mm)

Weight (kg)

2220*850*1150

975



ENGINE



ENGINE

GASOLINE ENGINE

Type

Model

Displacement (cc)

Bore (mm)

Stroke (mm)

Fuel Tank Capacity (L)

Single Cylinder, 4-stroke,
Air-Cooled, OHV

212

70

55

6.5

HDE210N

Oil Capacity (L) 1.1

Ignition System

Compression Ratio

Lubrication System

Spark Plug Gap (mm)

Spark Plug Torque (N.m)

Exhaust Valve Clearance (mm)

T.C.I.

Forced Splash

0.7 - 0.8

18 ~ 22

0.13 ~ 0.18

8.5 : 1

Intake Valve Clearance (mm) 0.08 ~ 0.12



ENGINE

Engine Type

Model

Displacement (ml)

Compression Ratio

Bore x Stroke (mm)

4-Stroke, OHV, Single Cylinder

499

8.7:1

94x72

HDE 500

Max. Output Power (kW / r/min) 12.5 / 3600

GASOLINE ENGINE

Max. Torque (N.m / r/min)

Cooling System

Ignition System

Lubrication System

31 / 2500

Forced Air-cooled

Transistorized Magneto Ignition (TCI)

Forced Splash

PTO Shaft Rotation Counterclockwise

Packaging Dimension (LxWxH - mm) 450x405x440

Net Weight (kg) 32



POWER TOOLS



ANGLE
GRINDER

ANGLE GRINDER

Rated Voltage (V)

Model

Rated Frequency (Hz)

Disc Diameter (mm)

Rated Input Power (w)

No. Load Speed (r/min) 

220

50

180

1,800

8,500

HDAG180



CIRCULAR
SAW

CIRCULAR SAW

Rated Voltage (V)

Model

Frequency (Hz)

Rated Power (W)

No. Load Speed (rpm)

220 - 240

50

1,300

4,800

HDCS185N

Diameter of Blade (mm) 185



JIG
SAW

JIG SAW

Rated Voltage (V)

Model

Rated Frequency (Hz)

Rated Power (W)

No. Load Speed (rpm)

Max. Drilling Capacity (mm):

220

50

750

1,800

HDJS659

Wood
Aluminium
Steel

65
12
6



ANGLE
POLISHER

ANGLE POLISHER

Rated Voltage (V)

Model

Frequency (Hz)

Rated Power (W)

No. Load Speed (rpm)

220 - 240

50

1,200

990 - 3,800

HDAP718

Diameter (mm) 180



ROTARY
HAMMER

ROTARY HAMMER
Model

Rated Voltage (V)

Rated Frequency (Hz)

No. Load Speed (r/min)

220

50

850

HDRH168

Rated Power (W) 1200

Impact Rate (bpm)

Impact Joules (Joules)

4200

4.8

Rotation Depth of Concrete (mm)

Rotation Depth of Steel (mm)

30

13

Rotation Depth of Wood (mm) 42

Quantity pcs per carton 2



CORDLESS
TOOLS

Rated Voltage

Model

Rated Idle Speed

Disc Width

Thread Size

20V         (DC)

3000 - 10000 rpm

100 mm

M14

HDAG100X

Battery Type Lithium-Ion

CORDLESS ANGLE GRINDER

Battery Capacity

Cells

Battery Input Rated Voltage

4 Ah

10

100 - 240V

Battery Input Rated Frequency

Battery Output Rated Voltage

50 Hz

21.5V       (DC)

Battery Rated Current

Protection Class

2.2A

II /      (double insulation)

Unit includes:
* 1 additional handle
* 1 preassembled blade guard



CORDLESS
TOOLS

Rated Voltage

Model

Rated Idle Speed

Chucking Clamping Range

Max. Drill Diameter

20V         (DC)

1st gear     0-420 rpm
2nd gear     0-1500 rpm

Max.  Ø 13mm

Steel: 13mm
Wood: 30mm

HDCD138X

Battery Type Lithium-Ion

CORDLESS DRILL

Battery Capacity

Cells

Battery Input Rated Voltage

2 Ah

5

100 - 240V

Battery Input Rated Frequency

Battery Output Rated Voltage

50 Hz

21.5V       (DC)

Battery Rated Current

Protection Class

2.2A

II /      (double insulation)

Unit includes:
* 6 pcs dro;;s (1.5/2/3/4/5/6)
* 6 pcs 25mm bits
* 1 pc 60mm connector



CORDLESS
TOOLS

Rated Voltage

Model

Idle Speed

Rated Stroke Rate

Max. Torque

20V         (DC)

0 - 2800 rpm

0 - 3000 rpm

380 Nm

HDWR18X

Tool Holder 1/2”

CORDLESS WRENCH

Unit includes:
* 4 pcs long sockets (17/19/21/23mm)
* 8 pcs short sockets (6/7/8/9/10/11/12/13mm)
* 50mm bits (PZ1, PZ2)
* 60mm connector



LIGHT CONSTRUCTION EQUIPMENT



LIGHTING
TOWER

LIGHTING TOWER
Model

Elevating Height (mm) 4,500

HDLT HLD

Lamp Type Halide (1,000W*4)

Elevating Mode

Anti Slope

Manual Winch

< 10°

Anti Wind Level

Rated Power (kW)

< 6

5

Generator Set Type Diesel

Continuous Working Time (hrs)

Net Weight (kgs)

8

345

4,500

HDLT LED

LED (400W*4)

Manual Winch

< 10°

< 6

5

Diesel

8

345


