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Powerful Brushless motor delivers powerful impact energy
4 in 1 Multi-Function Hammer Drill
Comfortable Rubberised Grip
4.0 Ah Lithium Ion Battery & 1 Hours Fast Charge Time

CORDLESS ROTARY HAMMER 26 
MM

RCRH26 SPECIFICATION

Voltage			   : 20 Volt
Battery Capacity		  : 4.0 Ah (Li-ion)
Motor Type		  : Brushless
No load Speed		  : 0-1.350 rpm
Blow Per Minute		  : 0-5.000 ipm
Max. Capacity		  : 26mm
Bit Type			   : SDS-PLUS
Weight			   : 6,5 Kg

Packaging Information
Case Qty		  : 4 pcs/ctn
G.W/N.W		  : 23.8 Kg/21.8 kg
Packaging Size		  : 52 cm x 42.5 cm x 35.5 cm

INCLUDE  : User Manual, Warranty Card, 2 Pcs Battery, Charger

Voltage			   : 20 Volt
Battery Capacity		  : 4.0 Ah
Spindle Diameter		 : 12mm
No load Speed		  : 3800 rpm
Max. Blade Diameter	 : 185 mm
Max. Cutting Depth 45°	 : 41mm
Weight			   : 4.6 kg

Packaging Information
Case Qty		  : 4 pcs/ctn
G.W/N.W		  : 19.2 Kg/18.2 kg
Packaging Size		  : 46 cm x 32.5 cm x 42 cm 
 

Voltage			     : 20 Volt
Battery Capacity		    : 1.5 Ah
Strokes Per Minute	   : 3000 spm
Length of Stroke		    : 15mm
Max.Cutting Capacity(pipe)  : 50 mm(2”)
Max.Cutting Capacity(wood): 50 mm(2”)
Weight			     : 3,2 Kg

Packaging Information
Case Qty		  : 5 pcs/ctn
G.W/N.W		  : 14.5 Kg/12.5 kg
Packaging Size		  : 48 cm x 35 cm x 30 cm 
 

Powerful Brushless motor delivers 3.800 RPM for faster 
cutting
Longer run time & Battery life 4.0 Ah Lithium-ion
Comfortable Rubberised Grip

Aluminium gearbox for increases durability 6 Variable 
Speed Control 1500-6800RPM for
Light weight to easily control woth single hand
Less vibration to operate comfortablly

CORDLESS CIRCULAR SAW 185 MM

CORDLESS RECIPROCATING SAW 2

RCCS185

RCRS2

SPECIFICATION

SPECIFICATION

INCLUDE  : User Manual, Warranty Card, 1 Pcs Battery, Charger

INCLUDE  : User Manual, Warranty Card, 1 Pcs Battery, Charger

22-L-00015 5
RYU RCRH26

22-L-00015 7
RYU RCCS185

22-L-00015 4
RYU RCRS2
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Lever, lance and arm clamps for easy transportation & 
storage
Large capacity and highly resistant pressure chamber
High pressure Premium PVC hose, Stainless steel lance

CORDLESS KNAPSACK SPRAY 16 L
RCKS16 SPECIFICATION

Battery Capacity		  : 12 Volt / 8 Ah
Capacity			  : 16 L
Motor Pressure		  : 90 psi / 6.2 Bar
Pressure / Minute		 : 3,6 LPM
Sprayer			   : 2 in 1 (Electric / Manual)
Weight			   : 5.8 kg

Packaging Information
Case Qty		  : 1 pcs/ctn
G.W/N.W		  : 5.8 Kg/5.8 kg
Packaging Size		  : 38.2 cm x 21 cm x 49.3 cm

INCLUDE  : User Manual, Warranty Card, 2 Pcs Battery, Charger

Voltage				    : 20 V
Battery Capacity			   : 4.0 Ah (Li-ion)
Charge Current			   : 1.5 A
Conducting Board Length		  : 250 mm
Chainsaw speed			   : 0-20m/s
Weight				    : 4.7 Kg

Packaging Information
Case Qty			   : 2 pcs/ctn
G.W/N.W			   : 11.20 Kg/9.20 kg
Packaging Size			   : 53 cm x 23.5 cm
				      x 20.5 cm

Powerful Brushless motor delivers powerful strength
to complete the heavy duty
No gas, oil mixing or full starts with reduced maintenance
and low noise levels
Variable speed trigger and high chain speed
Automatic chain lubrication with large oil reservoir

CORDLESS CHAINSAW 10
RCCH10 SPECIFICATION

INCLUDE  : User Manual, Warranty Card, 2 Pcs Holder, 1 Pcs Microfiber, 
Handle

22-L-00015 3
RYU RCCH10
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For use on tile, granite, marble, concrete & bricks
Usable on angle grinders & marble cutters

Size		  : 110 X 10 X 1.8 mm
MAX.RPM 	 : 15.300

110 mm

10 mm

Thickness 1.8 mm

DIAMOND DISC DRY
110 X 10 X 1.8 MM (4”)

AC-DD018 DESCRIPTION

For stainless steel & metal
Suitable to any brand grinder
High quality material

Size		  : 180 x 1.6 mm
MAX.RPM 	 : 15,300

180 mm

16 mm

Thicknes : 1.6 mm

CUTTING WHEEL 180 MM X 1,6 MM
AC-CW017 DESCRIPTION

For use on tile, granite, marble, concrete & bricks
Usable on angle grinders & marble cutters

Size		  : 110 X 10 X 1.8 mm
MAX.RPM 	 : 15,300

110 mm

10 mm

Thicknes : 1.8 mm

DIAMOND DISC WET
110 X 10 X 1.8 MM (4”)

AC-DD019 DESCRIPTION

Packaging Information
Qty		  : 8 pc/inner
Case Qty	 : 200 pcs/ctn
G.W/N.W	 : 20 Kg/19 kg
Packaging Size	 : 38 cm x 20 cm x 26.5 cm 
 

Packaging Information
Qty		  : 12 pcs/inner
Case Qty	 : 120 pcs/ctn
G.W/N.W	 : 15 Kg/14 kg
Packaging Size	 : 29 cm x 23 cm x 21 cm 
 

Packaging Information
Qty		  : 12 pcs/inner
Case Qty	 : 120 pcs/ctn
G.W/N.W	 : 15 Kg/14 kg
Packaging Size	 : 29 cm x 24 cm x 21 cm 
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100 mm

16 mm

Thicknes : 6 mm

For Stainless Steel & Metal
Suitable to Any Brand Grinder
High Quality Materials

Size		  : 100 X 6 X 16 mm  (4”)
MAX.RPM 	 : 15.300

GRINDING WHEEL DOUBLE LAYER 
100 MM  X 6 MM X16 MM (4”) 

AC-GW154 DESCRIPTION

110 mm

10 mm

Thickness 1.2 mm

CUP BRUSH TWIST DESCRIPTION

AC-CB013

AC-CB012

75 (3”)

100 (4”)

0,3

0,3 8,500

12,500

ITEM 
CODE

A 
(MM)

B 
(MM)

MAX
RPM

A
Diameter

B
0,3 MM

Thicknes wire

for used to bind and clean heavy impurities 
such as rust, iron scale, oysters
usable on angle grinders 
More Stronger

For Use ON Tile, Granits, Marble, Concrete & 
Brica
Usable On Angle Grinder & Marble Cutters
Sharper & Faster

Size		  : 110 X 10 X 1.2 mm  (4”)
MAX.RPM 	 : 15.300

DIAMOND WHEEL TURBO
110 X 10 X 1.2 MM (4”)

AC-DD180 DESCRIPTION

53

Packaging Information
Qty		  : 10 pcs/inner
Case Qty	 : 200 pcs/ctn
G.W/N.W	 : 19.3 Kg/18.3 kg
Packaging Size	 : 40.5 cm x 31 cm x 21 cm 
 

Packaging Information ( AC-CB013)
Qty		  : 10 pcs/inner
Case Qty	 : 60 pcs/ctn
G.W/N.W	 : 19.96 Kg/18 kg
Packaging Size	 : 60 cm x 39 cm x 26 cm 
 
Packaging Information (AC-CB012)
Qty		  : 4 pcs/inner
Case Qty	 : 24 pcs/ctn
G.W/N.W	 : 14 Kg/13 kg
Packaging Size	 : 66 cm x 25 cm x 32 cm 

Packaging Information
Qty		  : 25 pcs/inner
Case Qty	 : 200 pcs/ctn
G.W/N.W	 : 21 Kg/20 kg
Packaging Size	 : 45 cm x 23 cm x 20 cm 
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CIRCULAR BRUSH CRIMPED DESCRIPTION

AC-CL002

AC-CL003

AC-CL004

AC-CL005

100 (4”)

125 (5”)

150 (6”)

200 (8”)

0.3

0.3

0.3

0.3

6,000

6,000

6,000

6,000

ITEM 
CODE

A 
(MM)

B 
(MM)

MAX
RPM

A
Diameter

B
0,3 MM

Thicknes wire

Suitable for any brand
grinder
High quality Materials
Easy to use

TWIST KNOT TWISTED DESCRIPTION

AC-TK133

AC-TK134

AC-TK135

AC-TK136

100 (4”)

125 (5”)

150 (6”)

200 (8”)

0.5

0.5

0.5

0.5

6,000

6,000

6,000

6,000

ITEM 
CODE

A 
(MM)

B 
(MM)

MAX
RPM

A
Diameter

B
0,5 MM

Thicknes wire

Suitable for any
brand grinder
High quality Materials
Easy to use

CUP BRUSH CRIMPED DESCRIPTION

AC-CB011

AC-CB010

75 (3”)

100 (4”)

0,3

0,3 8,500

12,500

ITEM 
CODE

A 
(MM)

B 
(MM)

MAX
RPM

A
Diameter

B
0,3 MM

Thicknes wire

For used to bind and clean heavy impurities 
such as rust, iron scale, oysters
Usable on angle grinders 
More Stronger

Packaging Information (AC-CB011)
Qty		  : 10 pcs/inner
Case Qty	 : 60 pcs/ctn
G.W/N.W	 : 18 Kg/17 kg
Packaging Size	 : 61 cm x 39.5 cm x 26.8 cm 
 Packaging Information (AC-CB011)
Qty		  : 4 pcs/inner
Case Qty	 : 24 pcs/ctn
G.W/N.W	 : 12 Kg/11 kg
Packaging Size	 : 66 cm x 26 cm x 32 cm 
 

Packaging Information (AC-TK133)
Qty		  : 1 pc/inner
Case Qty	 : 60 pcs/ctn
G.W/N.W	 : 13 Kg/12 kg
Packaging Size	 : 34 cm x 23 cm x 33 cm 

Packaging Information (AC-TK134)
Qty		  : 1 pc/inner
Case Qty	 : 40 pcs/ctn
G.W/N.W	 : 14 Kg/13 kg
Packaging Size	 : 41 cm x 27 cm x 25 cm 

Packaging Information (AC-TK135)
Qty		  : 1 pc/inner
Case Qty	 : 30 pcs/ctn
G.W/N.W	 : 16 Kg/14 kg
Packaging Size	 : 51 cm x 32.5 cm x 19 cm 

Packaging Information (AC-TK136)
Qty		  : 1 pc/inner
Case Qty	 : 20 pcs/ctn
G.W/N.W	 : 20 Kg/19 kg
Packaging Size	 : 43 cm x 22 cm x 38 cm 

Packaging Information (AC-CL002)
Qty		  : 1 pcs/inner
Case Qty	 : 60 pcs/ctn
G.W/N.W	 : 15.5 Kg/13.05 kg
Packaging Size	 : 34 cm x 22 cm x 32 cm 

Packaging Information (AC-CL004)
Qty		  : 1 pcs/inner
Case Qty	 : 30 pcs/ctn
G.W/N.W	 : 18 Kg/16 kg
Packaging Size	 : 51 cm x 18.5 cm x 36 cm 

Packaging Information (AC-CL003)
Qty		  : 1 pcs/inner
Case Qty	 : 40 pcs/ctn
G.W/N.W	 : 14.05 Kg/12.05 kg
Packaging Size	 : 41 cm x 26 cm x 25 cm 

Packaging Information (AC-CL005)
Qty		  : 1 pcs/inner
Case Qty	 : 20 pcs/ctn
G.W/N.W	 : 18 Kg/16 kg
Packaging Size	 : 43 cm x 21 cm x 38 cm 
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B
Thicknes

C
TEETH

A
Diameter

For Cutting wood
Suitable for 4” Circular
High Quality Material
Sharper & faster

CIRCULAR SAW BLADE
40, 60 & 72 TEETH

DESCRIPTION

AC-BD142

AC-BD191

AC-BD190

100

100

100

100

100

100

40

60

72

12,000

12,000

12,000

ITEM 
CODE

A 
(MM)

B 
(MM)

C
(TEETH)

MAX
RPM

20 mm

55

Packaging Information (AC-BD142)
Qty		  : 4 pcs/inner
Case Qty	 : 100 pcs/ctn
G.W/N.W	 : 8.5 Kg/8.5 kg
Packaging Size	 : 27 cm x 19.8 cm x 15 cm 

Packaging Information (AC-BD191)
Qty		  : 20 pcs/inner
Case Qty	 : 100 pcs/ctn
G.W/N.W	 : 8.5 Kg/8.5 kg
Packaging Size	 : 31 cm x 21 cm x 15 cm

Packaging Information (AC-BD190)
Qty		  : 20 pcs/inner
Case Qty	 : 100 pcs/ctn
G.W/N.W	 : 8.5 Kg/8.5 kg
Packaging Size	 : 31.5 cm x 21 cm x 15.6 cm 
 

B
Thicknes

C
TEETH

A
Diameter For Cutting wood

Suitable for 4” Circular
High Quality Material
Sharper & faster

CIRCULAR SAW BLADE
7 1/4” & 10”

DESCRIPTION

AC-BD192

AC-BD193

AC-BD194

AC-BD195

AC-BD196

AC-BD197

AC-BD198

AC-BD199

185

185

185

185

255

255

255

255

1.6

1.6

1.6

1.6

2.4

2.4

2.4

2.4

24

40

60

80

40

60

100

120

ITEM 
CODE

A 
(MM)

B 
(MM)

C
(TEETH)

20 mm
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For Cutting wood, plastic,aluminium
Suitable for 4” Grinder
High Quality Material
Sharper & faster

For Cutting wood, plastic,aluminium
Suitable for 4” Grinder
High Quality Material
Sharper & faster

Ideal For Cutting Aluminium
Suitable for 10” Mitter Saw
TCT Material Provide Exellent Wear
And Heat Resistance

Size		  : 100 mm (4”) X 40 TEETH
MAX.RPM 	 : 7,500

Size		  : 185 X 1.6 X 60 T
MAX.RPM 	 : 7,000

Size		  : 10” X 100 T
MAX.RPM 	 : 7,000

Size		  : 100 mm (4”) X 60 TEETH
MAX.RPM 	 : 7,500

Size		  : 185 X 1.6 X 80 T
MAX.RPM 	 : 7,000

Size		  : 10” X 120 T
MAX.RPM 	 : 7,000

 MULTI CUTTER 4” X 40 T & 60 T

 MULTI CUTTER 7 1/4” x 60 T & 80 T

 ALUMINIUM CUTTER 100 T & 120 T

DESCRIPTION

DESCRIPTION

DESCRIPTION

40&60
TEETH

100 MM (4”) Diameter

1,6 MM
Thicknes

20 mm

Packaging Information (AC-BD200)
Qty		  : 20 pcs/inner
Case Qty	 : 100 pcs/ctn
G.W/N.W	 : 8.5 Kg/8.5 kg
Packaging Size	 : 30 cm x 21 cm x 15 cm

Packaging Information (AC-BD202)
Qty		  : 10 pcs/inner
Case Qty	 : 60 pcs/ctn
G.W/N.W	 : 15.5 Kg/15.5 kg
Packaging Size	 : 28 cm x 22 cm x 20 cm

Packaging Information (AC-BD204)
Qty		  : 1 pcs/inner
Case Qty	 : 25 pcs/ctn
G.W/N.W	 : 17 Kg/17 kg
Packaging Size	 : 31.5 cm x 31 cm x 12 cm

Packaging Information (AC-BD145)
Qty		  : 25 pcs/inner
Case Qty	 : 100 pcs/ctn
G.W/N.W	 : 9 Kg/9 kg
Packaging Size	 : 28 cm x 21 cm x 25.5 cm

Packaging Information (AC-BD201)
Qty		  : 20 pcs/inner
Case Qty	 : 60 pcs/ctn
G.W/N.W	 : 15.5 Kg/15.5 kg
Packaging Size	 : 27.5 cm x 23 cm x 20 cm

Packaging Information (AC-BD203)
Qty		  : 1 pcs/inner
Case Qty	 : 25 pcs/ctn
G.W/N.W	 : 17 Kg/17 kg
Packaging Size	 : 31.5 cm x 31 cm x 12 cm

AC-BD145

AC-BD201

AC-BD203

AC-BD200

AC-BD202

AC-BD204



PO
W

ER
TO

OL
S

EN
GI

NE
W

EL
DI

NG
AC

CE
SS

OR
IE

S
CO

RD
LE

SS
SP

AR
EP

AR
T

58

TWIST KNOT CRIMPED DESCRIPTION

AC-TK129

AC-TK130

AC-TK131

AC-TK132

100 (4”)

125 (5”)

150 (6”)

200 (8”)

0.3

0.3

0.3

0.3

6,000

6,000

6,000

6,000

ITEM 
CODE

A 
(MM)

B 
(MM)

MAX
RPM

A
Diameter

B
0,3 MM

Thicknes wire

Suitable for any brand 
grinder
High quality Materials
Easy to use

Packaging Information (AC-TK129)
Qty		  : 1 pc/inner
Case Qty	 : 60 pcs/ctn
G.W/N.W	 : 8 Kg/7 kg
Packaging Size	 : 34 cm x 22 cm x 32 cm 
 
Packaging Information (AC-TK130)
Qty		  : 1 pc/inner
Case Qty	 : 40 pcs/ctn
G.W/N.W	 : 15 Kg/6 kg
Packaging Size	 : 41 cm x 26.5 cm x 23 cm

Packaging Information (AC-TK132)
Qty		  : 1 pc/inner
Case Qty	 : 20 pcs/ctn
G.W/N.W	 : 14 Kg/12 kg
Packaging Size	 : 43 cm x 21 cm x 39 cm 
 

Packaging Information (AC-TK131)
Qty		  : 1 pc/inner
Case Qty	 : 30 pcs/ctn
G.W/N.W	 : 11 Kg/9 kg
Packaging Size	 : 50 cm x 32.5 cm x 19 cm 
 

Ideal for wood working
Suitable for Angle Grinder
Anti kickback action
Wide application

Size		  : 100 mm (4”)
MAX.RPM 	 : 13,000

Size		  : 355 mm x 3 mm x 25 mm (14”)
MAX.RPM 	 : 4,300

 CHAIN CARVING DISC 4”

CUTTING WHEEL DOUBLE LAYER 
355mmx3mmx25mm (14”)

AC-BD205

AC-CW016

DESCRIPTION

DESCRIPTION

Packaging Information
Qty		  : 16 pcs/inner
Case Qty	 : 64 pcs/ctn
G.W/N.W	 : 13.5 Kg/13.5 kg
Packaging Size	 : 47 cm x 30 cm x 35 cm

Packaging Information
Qty		  : 5 pcs/inner
Case Qty	 : 25 pcs/ctn
G.W/N.W	 : 17 Kg/18 kg
Packaging Size	 : 36 cm x 36 cm x 10 cm

For stainless steel & metal
Suitable to any brand grinder
High quality material
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Size		  : 0.8 mm
Type	  	 : AWS E71T-GS

FLUX CORE WIRE 0.8 MM 1 KG 
E71T-GS

MOUNTED STONE 1/4”
SET 5 PCS

HOLE SAW KIT 11 PCS

AC-WW221

AC-DB219

AC-HS179

DESCRIPTION

DESCRIPTION

DESCRIPTION

Packaging Information
Qty		  : 1 pcs/inner
Case Qty	 : 10 pcs/ctn
G.W/N.W	 : 11.5 Kg/11.5 kg
Packaging Size	 : 28 cm x 12 cm x 23 cm

Packaging Information
Qty		  : 24 pcs/inner
Case Qty	 : 96 pcs/ctn
G.W/N.W	 : 11.7 Kg/11.7 kg
Packaging Size	 : 42 cm x 27 cm x 32 cm

Packaging Information
Qty		  : 5 pcs/inner
Case Qty	 : 20 pcs/ctn
G.W/N.W	 : 12 Kg/12 kg
Packaging Size	 : 47.5 cm x 28.5 cm x 41 cm

Standart AWS E71T-GS, Glasess Flux,
Easy To Weld
Low Spatter, Full Slage Coverage,
Easy Slag Removal
Single And Multi Pass Welding

Shapes Include Tree, Cone, Large Cone,
Cylindrical & Ball
Ideal For Sharpening & Grinding Steel
6mm Shanks For Compatibility
With Die Grinder & Drilss

Ideal For Wood Working
Cut Smooth, Clean Accurate Holes Through Up To 
25 mm
Includes 8 Piece Hole Saw, 2 PC Arbor & 1 PC 
Hex Key Wrench

59



Suitable For	 : Drills
Material	  	 : High Carbon Steel Wire
Max. RPM	 : 4.500 rpm

Dimension	 : 305 x 90 x 1.6 MM
Inside Diameter	 : 25.4 MM
Max. RPM	 : 11.500 rpm

WIRE WHEEL CUP BRUSH SET 5 PCS

BRUSH CUTTER BLADE 305 MM

HOLLOW DRILL CORE  BIT TCT
30 &50 MM

AC-CB220

AC-BD239

DESCRIPTION

DESCRIPTION

DESCRIPTION

Packaging Information
Qty		  : 1 pcs/inner
Case Qty	 : 60 pcs/ctn
G.W/N.W	 : 20 Kg/20 kg
Packaging Size	 : 53 cm x 33 cm x 49 cm

Packaging Information
Qty		  : 1 pcs/inner
Case Qty	 : 50 pcs/ctn
G.W/N.W	 : 13.9 Kg/13.9 kg
Packaging Size	 : 34 cm x 22 cm x 9 cm

Suitable For a Variety Of Surfaces, metal,
wood and other materials
Easily remove heavy corrosion, rust, paint,
splash, and scale
More durable, stable, and safe

Hardened Carbon steel for High Durability
Universal Fit either 1” (25.4mm)
Suitable for cutting different grass,
weeds, brush and shrubs

305 MM

1.
6 

M
M

90
 M

M

Total Length	 : 72 MM
Diameter	 : 30 MM
Material	  	 : Carbon Steel

Total Length	 : 72 MM
Diameter	 : 50 MM
Material	  	 : Carbon Steel

AC-DB241

AC-BD242

Made of carbide tipped metal material, very durable
Simple operation, easy to use and fast perforated
Used for drilling walls, stones, bricks, or installation 
of air-conditioning etc
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HSS PRO DRILL BITS

HSS COBALT DRILL BITS

5X More Sharper
5X More Stronger
Standard DIN 338
135 Point Sharper

5X More Sharper
5X More Stronger
Standard DIN 338
135 Point Sharper

A
Diameter

Effective
Length

B C
Overall
Lenght

A
Diameter

C
Effective
Length

B
Overall
Lenght

 AC-DB050    1.0

 AC-DB051    1.5

 AC-DB052   2.0

 AC-DB053   2.5

 AC-DB054   3.0

 AC-DB055   3.5

 AC-DB056   4.0

 AC-DB057   4.5

 AC-DB058   5.0

 AC-DB059   5.5

 AC-DB060   6.0

 AC-DB061   6.5

 AC-DB062    7.0

 AC-DB063    7.5

 AC-DB064   8.0

 AC-DB065   8.5

 AC-DB066   9.0

 AC-DB067   9.5

 AC-DB068 10.0

 AC-DB069 10.5

 AC-DB070  11.0

 AC-DB071  11.5

 AC-DB072 12.0

 AC-DB073 12.5

 AC-DB074 13.0

  34

  40

  49

  57

  61

  70

  75

  80

  86

  93

  93

 101

109

109

117

117

125

125

133

133

142

142

151

151

151

 12

 18

 24

 30

 33

 39

 43

 47

 52

 57

 57

 63

 69

 69

 75

 75

 81

 81

 87

 87

 94

 94

101

101

101

Item
Code

A
(mm)

B
(mm)

C
(mm)

 AC-DB028   2.0

 AC-DB029   2.5

 AC-DB030   3.0

 AC-DB031   3.5

 AC-DB032   4.0

 AC-DB033   4.5

 AC-DB034   5.0

 AC-DB035   5.5

 AC-DB036   6.0

 AC-DB037   6.5

 AC-DB038    7.0

 AC-DB039    7.5

 AC-DB040   8.0

 AC-DB041   8.5

 AC-DB042   9.0

 AC-DB043   9.5

 AC-DB044 10.0

 AC-DB045  11.0

 AC-DB046 12.0

 AC-DB047 13.0

  49

  57

  61

  70

  75

  80

  86

  93

  93

 101

109

109

117

117

125

125

133

142

151

151

 24

 30

 33

 39

 43

 47

 52

 57

 57

 63

 69

 69

 75

 75

 81

 81

 87

 94

101

101

Item
Code

A
(mm)

B
(mm)

C
(mm)
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5X More Sharper
5X More Stronger
Standard DIN 338
135 Point Sharper

SDS PLUS FLAT CHISEL
22 X 14 X 280 MM 

HEXAGON FLAT CHISEL 

5X More Stronger
Suitable for any brand Rotary Hammer
High Quality Materials
Easy to Use SDS Plus

DESCRIPTION

DESCRIPTION

AC-CH026 22.0 14.0 280

ITEM 
CODE

ITEM 
CODE

A 
(MM)

A 
(MM)

B 
(MM)

B 
(MM)

C 
(MM)

C 
(MM)

5X More Stronger
Suitable for any brand Demolition Hammer
High Quality Materials
Easy to Use Hexagon Shank

Diameter
B

Diameter
B

C
Overall
Lenght

C
Overall
Lenght

A
Effective
Length

A
Effective
Length

AC-CH020

AC-CH021

AC-CH022

25.0

25.0

35.0

17

17

30

280

400

450

MASONRY
A

Diameter

Effective
Length

B C
Overall
Lenght

 AC-DB077   3.0

 AC-DB078   3.5

 AC-DB079   4.0

 AC-DB081   5.0

 AC-DB083   5.5

 AC-DB085   6.0

 AC-DB086   6.5

 AC-DB088   7.0

 AC-DB090   8.0

 AC-DB091 10.0

 AC-DB092 10.0

 AC-DB093 12.0

 AC-DB094 12.0

 AC-DB096 14.0

 AC-DB098 16.0

 AC-DB100  17.0

 AC-DB102 19.0

 AC-DB104 22.0

 AC-DB105 25.0

  70

  75

  70

  80

  80

100

100

 110

125

125

  80        

140

160

200

200

200

200

200

300

 40

 45

 40

 50

 50

 60

 60

 60

 80

 80

140

 90

 90

 90

 90

 90

100

100

210

Item
Code

A
(mm)

B
(mm)

C
(mm)

63

Packaging Information
Qty		  : 1 pc/inner
Case Qty	 : 50 pcs/ctn
G.W/N.W	 : 15 Kg/14 kg
Packaging Size	 : 32 cm x 20 cm x 16 cm

Packaging Information (AC-CH020)
Qty		  : 1 pc/inner 
Case Qty	 : 50 pcs/ctn
G.W/N.W	 : 22 Kg/21 kg
Packaging Size	 : 32 cm x 24 cm x 13 cm 

Packaging Information (AC-CH021)
Qty		  : 1 pc/inner 
Case Qty	 : 25 pcs/ctn
G.W/N.W	 : 17 Kg/16 kg
Packaging Size	 : 43 cm x 15 cm x 11 cm 
 

Packaging Information (AC-CH022)
Qty		  : 1 pc/inner 
Case Qty	 : 10 pcs/ctn
G.W/N.W	 : 17.5 Kg/16.5 kg
Packaging Size	 : 49 cm x 19 cm x 8 cm 
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SDS PLUS POINTED CHISEL 
14 X 280 MM

5X More Stronger
Suitable for any brand Rotary Hammer
High Quality Materials
Easy to Use SDS Plus

DESCRIPTION

ITEM 
CODE

A 
(MM)

B 
(MM)

Diameter

Overall
Lenght

AC-CH027 14.0 280

A

B

HSS PRO SET DESCRIPTION

AC-DB075

AC-DB076

1 - 10 mm

1 - 13 mm

ITEM 
CODE SIZE

5X More Sharper
5X More Stronger
DIN 338  Standart
135° Point Sharper

HSS PRO SET (1-10MM) QTY = 19 PCS
1mm,1.5mm, 2mm, 2.5mm, 3mm, 3.5mm, 4mm, 
4.5mm, 5mm, 5.5mm, 6mm, 6.5mm, 7mm, 
7.5mm, 8mm, 8.5mm, 9mm, 9.5mm, 10mm

HSS PRO SET (1-13MM) QTY = 25 PCS
1mm,1.5mm, 2mm, 2.5mm, 3mm, 3.5mm, 4mm, 
4.5mm, 5mm, 5.5mm, 6mm, 6.5mm, 7mm, 
7.5mm, 8mm, 8.5mm, 9mm, 9.5mm, 10mm, 
10.5mm, 11mm, 11.5mm, 12mm, 12.5mm, 13mm

HEXAGON POINTED CHISEL DESCRIPTION

ITEM 
CODE

A 
(MM)

B 
(MM)

5X More Stronger
Suitable for any brand
Demolition Hammer
High Quality Materials
Easy to Use Hexagon
Shank

Diameter

Overall
Lenght

AC-CH023
AC-CH024
AC-CH025

17
17
30

280
400
450

A

B

Packaging Information
Qty		  : 1 pc/inner
Case Qty	 : 50 pcs/ctn
G.W/N.W	 : 14 Kg/15 kg
Packaging Size	 : 32 cm x 20 cm x 16 cm 

Packaging Information (AC-CH023)
Qty		  : 1 pc/inner
Case Qty	 : 50 pcs/ctn
G.W/N.W	 : 21.5 Kg/20.5 kg
Packaging Size	 : 32 cm x 20 cm x 16 cm 

Packaging Information (AC-CH024)
Qty		  : 1 pc/inner
Case Qty	 : 25 pcs/ctn
G.W/N.W	 : 16.5 Kg/15.5 kg
Packaging Size	 : 43 cm x 16 cm x 10 cm 

Packaging Information (AC-CH025)
Qty		  : 1 pc/inner
Case Qty	 : 10 pcs/ctn
G.W/N.W	 : 17 Kg/16 kg
Packaging Size	 : 49 cm x 15.5 cm x 12 cm

Packaging Information (AC-DB075)
Qty 		  : 5 pcs/inner
Case Qty	 : 20 pcs/ctn
G.W/N.W	 : 6.6 Kg/6 kg
Packaging Size	 : 26 cm x 25 cm x 18 cm 
 
Packaging Information (AC-DB076)
Qty 		  : 1 pcs/inner
Case Qty	 : 10 pcs/ctn
G.W/N.W	 : 13.5 Kg/12.07 kg
Packaging Size	 : 31 cm x 25 cm x 22 cm 
 



Easy for use
Comfortable for carry
Compact design

11pcs HSS  1.5, 2.0, 2.5, 3.0, 3.5, 4.0, 
4.5, 5.0, 5.5, 6.0, 6.5 mm
4pcs MASONRY 4, 5, 6, 8 mm
4pcs WOOD 4, 5, 6, 8 mm
3pcs SLOTTED 4, 6, 7 mm
5pcs Torx T15, T20, T25, T30, T40
4pcs PHILLIPS #1, #2, #2, #3
4pcs POZI DRIVER #!, #2, #2, #3
4pcs HEX 3, 4, 5, 6 mm
1pc Counter sink
1pcs Bit Holder 60mm

DRILL SET 41 PCS BMC
AC-DB155 DESCRIPTION

HSS COBALT SET DESCRIPTION

AC-DB048

AC-DB049

1 - 10 mm

1 - 13 mm

ITEM 
CODE SIZE

5X More Sharper
5X More Stronger
DIN 338  Standart
135° Point Sharper

HSS COBALT SET (1-10MM) QTY = 19 PCS 
1mm,1.5mm, 2mm, 2.5mm, 3mm, 3.5mm, 4mm, 
4.5mm, 5mm, 5.5mm, 6mm, 6.5mm, 7mm, 
7.5mm, 8mm, 8.5mm, 9mm, 9.5mm, 10mm

HSS COBALT SET (1-13MM) QTY = 25 PCS 
1mm,1.5mm, 2mm, 2.5mm, 3mm, 3.5mm, 4mm, 
4.5mm, 5mm, 5.5mm, 6mm, 6.5mm, 7mm, 
7.5mm, 8mm, 8.5mm, 9mm, 9.5mm, 10mm, 
10.5mm, 11mm, 11.5mm, 12mm, 12.5mm, 13mm

58

Packaging Information
Qty		  : 1 pc/inner
Case Qty	 : 10 pcs/ctn
G.W/N.W	 : 6 Kg/5.6 kg
Packaging Size	 : 32.5 cm x 18.5 cm x 24.5 cm

Packaging Information (AC-DB049)
Qty		  : 1 pc/inner
Case Qty	 : 10 pcs/ctn
G.W/N.W	 : 13.5 Kg/12.7 kg
Packaging Size	 : 32 cm x 26 cm x 22 cm 
 

Packaging Information (AC-DB048)
Qty		  : 1 pc/inner
Case Qty	 : 20 pcs/ctn
G.W/N.W	 : 6.6 Kg/6 kg
Packaging Size	 : 26 cm x 24 cm x 18 cm 
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SEGMENT HSS SAW 3-1/8”

PLANNER BLADE TCT 82 MM X 7 MM 

TRIANGULAR EVA SENDING PAD 3-1/8”

BRAZED CARBIDE TRIANGULAR 
BLADE 3”

For Wood, Plastic, and Metal
Solid High Stainless Steel
Re-sharpenable

Heavy Duty Cutting
Solid High Speed Steel
Re-sharpenable

Paste Sand Paper
Soft Material
Re-sharpenable

DESCRIPTION

DESCRIPTION

DESCRIPTION

DESCRIPTION

AC-BD152

AC-BD143

AC-TE149

AC-BD140

Material		  : HSS, M2
Dimension	 : Ø82
Model		  : HSS Saw
Color		  : Black

Material		  : TCT
Dimension	 : 82 mm x 29 mm x 3 mm
Weight		  : 0,1 Kg

Packaging Information
Qty		  : 20 pcs/inner
Case Qty	 : 200 pcs/ctn
G.W/N.W	 : 11,5 Kg/11,3 kg
Packaging Size	 : 57 cm x 26 cm x 18,5 cm 

Material		  : 2Cr13
Dimension	 : 80 x 80 x 80 mm
Model		  : Sending Pad
Color		  : Black

Material		  : YGB Carbide Grit 
		   (30-40 MESH)
Dimension	 : 78 X 78 X 78 mm
Model		  : Triangular Blade
Color		  : Golden

82 mm

29 mm

Ø82

80 mm

78 mm

80 mm

78 mm

80 mm

78 mm

Thickness 3 mm

For Grind Tiles and Marble Cutting
Carbide Grit : 60-80 mesh Material
Re-sharpenable

Packaging Information
Qty		  : 20 pcs/inner
Case Qty	 : 120 pcs/ctn
G.W/N.W	 : 6.5 Kg/6.3 kg
Packaging Size	 : 58 cm x 35 cm x 18 cm

Packaging Information
Qty		  : 20 pcs/inner
Case Qty	 : 120 pcs/ctn
G.W/N.W	 : 7.5 Kg/7.2 kg
Packaging Size	 : 66 cm x 35 cm x 18 cm 

Packaging Information
Qty		  : 20 pcs/inner
Case Qty	 : 120 pcs/ctn
G.W/N.W	 : 9 Kg/8.8 kg
Packaging Size	 : 58 cm x 35 cm x 18 cm 
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CURVED SCRAPER BLADE 2”

For Removing Floor, Wall, Ciment
Solid High Stainless Steel
Re-sharpenable

For Grind Tiles and Marble Cutting
Carbide Grit : 60-80 mesh Material
Re-sharpenable

DESCRIPTIONAC-BD138

Material		  : SS301
Dimension	 : 52 x 74,5 mm
Model		  : 2” Scraper Blade
Color		  : Natural Color

TRIANGLE SAND PAPER DESCRIPTION

Fast and easy for removal and replacement
Open coat makes an even and consistent scratc pattern
High strength resin bond system
High quality material

AC-SP148

Material		  : Grift 60/80/120/each 2 pcs
Dimension	 : 80 x 80 x 80 mm
Model		  : Sand Paper
Color		  : Natural Color

52 mm

74.5 mm

80 mm80 mm

80 mm

HALF MOON BRAZED CARBIDE
BLADE 2-1/2”

AC-BD141 DESCRIPTION

Material		  : Carbide Grit 
		   (60 - 80 MESH)
Dimension	 : Ø63.5
Model		  : Half-Moon Blade
Color		  : Golden

Ø63.5

32.5 mm

96 mm

32.5 mm

AC-BD139

Heavy Duty Cutting
Suitable for any brand Multi Oscilating Cutter Grinder
Solid High Speed Steel
Re-sharpenable
Plug and Play

DESCRIPTIONHCS SAW BLADE STRAIGHT TOOTH 
1-1/4” Material		  : Blade SKS Holder 65Mn

Dimension	 : 32.5 x 32.5 x 96 mm
Model		  : Straight Tooth
Color		  : Black

Packaging Information
Qty		  : 20 pcs/inner
Case Qty	 : 120 pcs/ctn
G.W/N.W	 : 7.7 Kg/7.4 kg
Packaging Size	 : 58 cm x 35 cm x 18 cm 

Packaging Information
Qty		  : 20 pcs/inner
Case Qty	 : 120 pcs/ctn
G.W/N.W	 : 6.8 Kg/6.5 kg
Packaging Size	 : 66 cm x 35 cm x 18 cm 

Packaging Information
Qty		  : 20 pcs/inner
Case Qty	 : 120 pcs/ctn
G.W/N.W	 : 7.5 Kg/7.2 kg
Packaging Size	 : 66 cm x 35 cm x 18 cm 

Packaging Information
Qty		  : 20 pcs/inner
Case Qty	 : 120  pcs/ctn
G.W/N.W	 : 5.5 Kg/5.3 kg
Packaging Size	 : 50 cm x 32.5 cm x 18 cm 
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Universal hexagon Shank
High Quality Material
Suitable for any Brand Drill 3 jaw Chuck

DESCRIPTIONFLAT WOOD DRIL BIT SET 6 PCS
A 

(MM)
B 

(MM)
C 

(MM)

152

152

152

152

152

152

10

13

19

16

22

25

1/4”

1/4”

1/4”

1/4”

1/4”

1/4”

C

C

A

A

B

B

Diameter
Total

Diameter
Head

34 mm

92 mm

34 mm

Diameter
Head

Total 
Lenght

Hex 
Shank

Diameter
Shank

AC-DB178

AC-BD153

Universal Around Shank
High Quality Material
Suitable for any Brand Drill 3 jaw Chuck

Heavy Duty Cutting
Suitable for any brand Multi Oscilating 
Cutter Grinder
Solid High Speed Steel
Re-sharpenable
Plug and Play

DESCRIPTION

DESCRIPTION

ITEM 
CODE

A 
(MM)

B 
(MM)

C 
(MM)

AC-HS167

AC-HS168

AC-HS170

AC-HS173

AC-HS169

AC-HS172

AC-HS171

AC-HS174

4.0

5.0

8.0

14.0

6.0

12.0

10.0

16.0

55

55

55

55

55

55

55

55

3

4

6

6

5

6

6

6

DIAMOND HOLE SAW

BI-METAL STRAIGHT SAW BLADE 
OBLIQUE TOOTH 1-3/8” Material		  : Blade M42 Holder 65Mn

Dimension	 : 34 x 34 x 92 mm
Model		  : Oblique Tooth
Color		  : Black

Packaging Information
Qty		  : 20 pcs/inner
Case Qty	 : 120 pcs/ctn
G.W/N.W	 : 6 Kg/5.8 kg
Packaging Size	 : 50 cm x 29.5 cm x 18 cm 

Packaging Information
Qty		  : 6 pcs/inner
Case Qty	 : 60 pcs/ctn
G.W/N.W	 : 17.5 Kg/16.5 kg
Packaging Size	 : 38 cm x 24 cm x 33 cm 
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A

B

Total 
Lenght

Diameter
Wide

Thicknes : 0.5 mm

DESCRIPTION

Lengths to fit the most common
band saw sizes.
High Carbon Steel Material
For Quick Perfect Cutting
Resists heat build up for smoother
operation and longer 

BAND SAW BLADE
ITEM 
CODE

A 
(MM)

B 
(MM)

AC-BS175
AC-BS176
AC-BS177

1430
1430
1848

10
6.3
10

DESCRIPTION

Suitable For Standard 3-Jaw Chuck
with wooden case for easy storage
Universal Around Shank   

FORSTNER BIT
ITEM 
CODE

A 
(MM)

B 
(MM)

C 
(MM)

AC-DB158
AC-DB159

AC-DB161
AC-DB160

AC-DB162

16.0
18.0

30.0
22.0

35.0

9
9

12
9

12

7
7

9.8
7

9.8

C A

B

Diameter
Head

Diameter
Body

Diameter
Shank

ROUTER BITS 1/4” SET 12 PCS
Multi-AXIS Grinding Creates A 3X Longer
Lasting Miror Finish
Tri- Metal Blazing
Anti KickBack Design
Sinterhip Hi-Density Industrial Chrome
Round Shank

DESCRIPTIONAC-DB157

12.7 MM

6.3 MM

6.3 MM

22 MM

6.3 MM

12.7 MM 32 MM 12.7 MM 16 MM

45º

D  12.7 mm

CORNER ROUND BIT
D  22.2 mm
R  6.3 mm

STRAIGHT BIT
D  12 mm

STRAIGHT BIT
D  6 mm

CORNER ROUND BIT
D  28.6 mm
R  9.5 mm

6.3 MM

90º “V” GROOVING BIT
D  12.7 mm

90º “V” 

ROMAN OGEE BIT
D  25.4 mm
R  4 mm

9.5 MM

12 MM 6 MM 28.6 MM 12.7 MM 25,4 MM

4 MM

22 MM

Packaging Information (AC-BS175)
Qty		  : 1 pcs/inner
Case Qty		 : 250 pcs/ctn
G.W/N.W		 : 12 Kg/11 kg
Packaging Size	 : 72 cm x 37 cm x 36 cm 
Packaging Information (AC-BS176)
Qty		  : 1 pcs/inner
Case Qty		 : 250 pcs/ctn
G.W/N.W		 : 9.5 Kg/8.5 kg
Packaging Size	 : 72 cm x 37 cm x 36 cm 

Packaging Information (AC-BS177)
Qty		  : 1 pcs/inner
Case Qty		 : 100 pcs/ctn
G.W/N.W		 : 8 Kg/7 kg
Packaging Size	 : 72 cm x 37 cm x 36 cm 

Packaging Information (AC-DB158)
Qty		  : 25 pcs/inner
Case Qty	 : 300 pcs/ctn
G.W/N.W	 : 18 Kg/17 kg
Packaging Size	 : 41 cm x 37 cm x 36 cm 
 

Packaging Information (AC-DB160)
Qty		  : 25 pcs/inner
Case Qty	 : 300 pcs/ctn
G.W/N.W	 : 20 Kg/19 kg
Packaging Size	 : 41 cm x 37 cm x 36 cm 
 

Packaging Information (AC-DB161)
Qty		  : 12 pcs/inner
Case Qty	 : 240 pcs/ctn
G.W/N.W	 : 25.5 Kg/24.5 kg
Packaging Size	 : 41 cm x 37 cm x 36 cm 
 
Packaging Information (AC-DB162)
Qty		  : 12 pcs/inner
Case Qty	 : 240 pcs/ctn
G.W/N.W	 : 27.5 Kg/26.5 kg
Packaging Size	 : 41 cm x 37 cm x 36 cm 
 

Packaging Information (AC-DB159)
Qty		  : 25 pcs/inner
Case Qty	 : 300 pcs/ctn
G.W/N.W	 : 19 Kg/18 kg
Packaging Size	 : 41 cm x 37 cm x 36 cm 
 

Packaging Information
Qty		  : 1 pcs/inner
Case Qty	 : 40 pcs/ctn
G.W/N.W	 : 21 Kg/20 kg
Packaging Size	 : 53 cm x 36 cm x 31 cm 
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DESCRIPTION

High Speed Steel Material
Heavy Duty And Stronger
Design For More Comfortable   

DRILL CHUCK

3/8” X 10 mm

1/2” X 13 mm

SPESIFICATION

3/8” X 13 mm

1/2” X 16 mm

AC-CK163

AC-CK165

AC-CK164

AC-CK166

60.4

70.6

50

57

25

30.7

33.1

42.0

9.3

11.45

70.5

86.0

57

69

19.2

37.7

41

50.5

9.6

11.45

A B C D E

Hole Bolt
Diameter

E
Nose

Diameter

D
Sleeve

Diameter

C

B (Open Length)

A (Close Length)

13 - 16 MM 
(1/2)

10 - 13 MM 
(3/8)

CHAIN SAW BRACKET DESCRIPTIONAC-BK150

Heavy Duty Cutting
High Quality Materials
Plug and Play to use

Guide Bar Materials	 : Spring Steel
Chain Materials		  : High Carbon Steel
Connecting Rod Size	 : M10/M14		
Guide Bar Size		  : 34x6 cm
Total Teeth		  : 22
Chain Length		  : 82 cm
Chain Thickness		  : 4.7 mm
Wood Cutter Diameter	 : 28 cm
Total Length of Bracket	 : 39 cm
Handle Height		  : 18 cm

CABLE CONNECTOR (MALE) DESCRIPTION

More Stronger
Suitable for any brand
INVERTER
High Quality Materials,
Plug and play to use

More Stronger
Suitable for any brand
INVERTER
High Quality Materials,
Plug and play to use

AC-CB147

Welding Cable Size	 : 10 - 25 mm 
Max. Current         	 : 200 A 
Material                 	 : Copper

CABLE CONNECTOR FEMALE (10-25) DESCRIPTIONAC-CB146

Welding Cable Size	 : 10 - 25 mm 
Max. Current          	 : 200 A 
Material                  	 : Copper

Packaging Information (AC-CK163)
Qty		  : 12 pcs/inner
Case Qty		 : 60 pcs/ctn
G.W/N.W		 : 12.6 Kg/12.1 kg
Packaging Size	 : 59.5 cm x 27 cm x 19.5 cm

Packaging Information (AC-CK165)
Qty		  : 12 pcs/inner
Case Qty		 : 48 pcs/ctn
G.W/N.W		 : 17.4 Kg/16.9 kg
Packaging Size	 : 48 cm x 30.5 cm x 23.5 cm 
Packaging Information (AC-CK166)
Qty		  : 8 pcs/inner
Case Qty		 : 32 pcs/ctn
G.W/N.W		 : 20.5 Kg/20 kg
Packaging Size	 : 48 cm x 27.5 cm x 23.5 cm 

Packaging Information (AC-CK164)
Qty		  : 12 pcs/inner
Case Qty		 : 48 pcs/ctn
G.W/N.W		 : 16.6 Kg/16.1 kg
Packaging Size	 : 48 cm x 30.5 cm x 23.5 cm 

Packaging Information
Qty			   : 20 pcs/inner
Case Qty		  : 500 pcs/ctn
G.W/N.W		  : 22 Kg/21.5 kg
Packaging Size		  : 52 cm x 27.5 cm x 28.5 cm

Packaging Information
Qty			   : 20 pcs/inner
Case Qty		  : 500 pcs/ctn
G.W/N.W		  : 22.1 Kg/22 kg
Packaging Size		  : 41 cm x 32 cm x 22.5 cm

Packaging Information
Qty		  : 1 pc/inner
Case Qty		 : 16 pcs/ctn
G.W/N.W		 : 23.5 Kg/21.5 kg
Packaging Size	 : 58 cm x 37 cm x 28 cm 
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(Reversible Instalation)

Spacer

Left Hand Bolt
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DESCRIPTIONHSS HOLE SAW
ITEM 
CODE

SIZE 
(MM)

AC-HS181 
AC-HS182

AC-HS184
AC-HS183

AC-HS185
AC-HS186
AC-HS187
AC-HS188
AC-HS189

16 MM
18 MM

20 MM
19 MM

22 MM
25 MM
28 MM
30 MM
32 MM

Packaging Information (AC-HS186)
Qty		  : 10 pcs/inner
Case Qty	 : 300 pcs/ctn
G.W/N.W	 : 23 Kg/23 kg
Packaging Size	 : 45 cm x 33 cm x 23.5 cm 
 

Packaging Information (AC-HS188)
Qty		  : 10 pcs/inner
Case Qty	 : 180 pcs/ctn
G.W/N.W	 : 18.5 Kg/18.5 kg
Packaging Size	 : 38 cm x 23.5 cm x 35.5 cm 
 

Packaging Information (AC-HS189)
Qty		  : 10 pcs/inner
Case Qty	 : 180 pcs/ctn
G.W/N.W	 : 17 Kg/17 kg
Packaging Size	 : 38 cm x 23.5 cm x 35.5 cm 
 

Packaging Information (AC-HS181)
Qty		  : 10 pcs/inner
Case Qty	 : 300 pcs/ctn
G.W/N.W	 : 18 Kg/18 kg
Packaging Size	 : 45 cm x 33 cm x 23.5 cm 
 
Packaging Information (AC-HS182)
Qty		  : 10 pcs/inner
Case Qty	 : 300 pcs/ctn
G.W/N.W	 :19 Kg/19 kg
Packaging Size	 : 45 cm x 33 cm x 23.5 cm 
 

Packaging Information (AC-HS183)
Qty		  : 10 pcs/inner
Case Qty	 : 300 pcs/ctn
G.W/N.W	 : 19.5 Kg/19.5 kg
Packaging Size	 : 45 cm x 33 cm x 23.5 cm 
 
Packaging Information (AC-HS184)
Qty		  : 10 pcs/inner
Case Qty	 : 300 pcs/ctn
G.W/N.W	 : 20 Kg/20 kg
Packaging Size	 : 45 cm x 33 cm x 23.5 cm 
 
Packaging Information (AC-HS185)
Qty		  : 10 pcs/inner
Case Qty	 : 300 pcs/ctn
G.W/N.W	 : 21 Kg/21 kg
Packaging Size	 : 45 cm x 33 cm x 23.5 cm 
 

Packaging Information (AC-HS187)
Qty		  : 10 pcs/inner
Case Qty	 : 180 pcs/ctn
G.W/N.W	 : 16 Kg/16 kg
Packaging Size	 : 38 cm x 23.5 cm x 35.5 cm 

TRIMMER HEAD (BRUSH CUTTER)
120 MM

High Quality Material
Durable And Long Lasting String Nylon
Safe And Strong Design
Easy To Replace And Install

DESCRIPTION
AC-BD240

Packaging Information
Qty		  : - pcs/inner
Case Qty	 : 100 pcs/ctn
G.W/N.W	 : - Kg/- kg
Packaging Size	 : 43 cm x 31.5 cm x 29 cm 
 

Materials		  : Iron
Thickness		  : 1.5 MM
Material String		  : Nylon
Finishing			  : Painting
Inside Diameter		  : 25.4 MM
Outside Diameter		 : 120 MM
String			   : 10 pcs
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DESCRIPTIONSANDPAPER WATERPROFF
ITEM 
CODE GRIT

AC-AB222
AC-AB223

AC-AB225
AC-AB224

AC-AB226
AC-AB227
AC-AB228
AC-AB229
AC-AB230

AC-AB231

AC-AB232

AC-AB233

AC-AB234

AC-AB235

AC-AB236

AC-AB237

AC-AB238

P60
P80

P120
P100

P150
P240
P280
P320
P360

P400

P500

P600

P800

P1000

P1200

P1500

P2000

Packaging Information (AC-BD230)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 15.5 Kg/15.5 kg
Packaging Size	 : 48 cm x 29 cm x 14 cm 
 

Packaging Information (AC-BD232)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 14 Kg/14 kg
Packaging Size	 : 48 cm x 29 cm x 14 cm 
 Packaging Information (AC-BD233)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 13 Kg/13 kg
Packaging Size	 : 48 cm x 29 cm x 14 cm 
 Packaging Information (AC-BD234)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 12.5 Kg/12.5 kg
Packaging Size	 : 48 cm x 29 cm x 12.5 cm
Packaging Information (AC-BD235)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 12 Kg/12 kg
Packaging Size	 : 48 cm x 29 cm x 12 cm 
 Packaging Information (AC-BD236)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 11.5 Kg/11.5 kg
Packaging Size	 : 48 cm x 29 cm x 11.5 cm 
 Packaging Information (AC-BD237)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 11 Kg/11 kg
Packaging Size	 : 48 cm x 29 cm x 11 cm
Packaging Information (AC-BD238)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 11 Kg/11 kg
Packaging Size	 : 48 cm x 29 cm x 11 cm 
 

Packaging Information (AC-AB222)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 38 Kg/38 kg
Packaging Size	 : 48 cm x 29 cm x 40 cm 
 Packaging Information (AC-AB223)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 31 Kg/31 kg
Packaging Size	 : 48 cm x 29 cm x 31 cm 
 Packaging Information (AC-AB224)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 27 Kg/27 kg
Packaging Size	 : 48 cm x 29 cm x 28 cm 
 Packaging Information (AC-AB225)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 23 Kg/23 kg
Packaging Size	 : 48 cm x 29 cm x 25 cm 
 Packaging Information (AC-AB226)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 21 Kg/21 kg
Packaging Size	 : 48 cm x 29 cm x 23 cm 
 Packaging Information (AC-AB227)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 19 Kg/19 kg
Packaging Size	 : 49 cm x 30.5 cm x 17.5 cm 
 Packaging Information (AC-AB228)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 17 Kg/17 kg
Packaging Size	 : 48 cm x 29 cm x 16 cm 
 Packaging Information (AC-AB229)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 16 Kg/16 kg
Packaging Size	 : 48 cm x 29 cm x 15 cm 
 

Packaging Information (AC-BD231)
Qty		  : 100 pcs/inner
Case Qty	 : 1.000 pcs/ctn
G.W/N.W	 : 15 Kg/15 kg
Packaging Size	 : 48 cm x 29 cm x 14 cm 

Perfect for sanding wood, metal, plastic and 
fiberglass, as well as removing old paint
Excellent for sanding dry and wet, multi 
purpose, durable
Convenient for hand using, also can be cut 
into the size  you need
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CONNECTING HEX SHANK
200 & 250 MM

CONNECTING SDS SHANK
200 & 250 MM

Made of carbide tipped metal material, very durable
Simple operation, easy to use and fast perforated
Used for drilling walls, stones, bricks or installation
of air-conditioning etc

Made of carbide tipped metal material, very durable
Simple operation, easy to use and fast perforated
Used for drilling walls, stones, bricks or installation
of air-conditioning etc

DESCRIPTION

DESCRIPTION

Packaging Information (AC-BD243)
Qty		  : 1 pcs/inner
Case Qty	 : 50 pcs/ctn
G.W/N.W	 : - Kg/- kg
Packaging Size	 : - cm x - cm x - cm 
 

Packaging Information (AC-BD245)
Qty		  : 1 pcs/inner
Case Qty	 : 50 pcs/ctn
G.W/N.W	 : - Kg/- kg
Packaging Size	 : - cm x - cm x - cm 
 

Packaging Information (AC-BD244)
Qty		  : 1 pcs/inner
Case Qty	 : 50 pcs/ctn
G.W/N.W	 : - Kg/- kg
Packaging Size	 : - cm x - cm x - cm 
 

Packaging Information (AC-BD246)
Qty		  : 1 pcs/inner
Case Qty	 : 50 pcs/ctn
G.W/N.W	 : - Kg/- kg
Packaging Size	 : - cm x - cm x - cm 
 

AC-BD243
Materials		  : Carbon Steel
Length			   : 200 MM
Diameter		  : 22 MM

AC-BD245
Materials		  : Carbon Steel
Length			   : 200 MM
Diameter		  : 22 MM

AC-BD244
Materials		  : Carbon Steel
Length			   : 250 MM
Diameter		  : 22 MM

AC-BD246
Materials		  : Carbon Steel
Length			   : 250 MM
Diameter		  : 22 MM
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The electric motor and valve 
are made of strong and rust 
resistant materials
Equipped with a two-way ball-
valve
Equipped with a pressure valve 
and two pressure gauges
The air filter is made of metal

COMPRESSOR

INCLUDE  : User Manual, Warranty Card, Oil 
Machine, Cover Engine Oil, Air Filter
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GANSOLINE GENERATOR SET

Max Power Output 1000 W
Displacment 87cc
Horisontal Shaft 4 Stroke Air Cooled, 
OHV 
Full Tank 8 Liters
Recoil Starting
With AVR

Max Power Output 2500 W
Displacment 163cc
Horisontal Shaft 4 Stroke Air Cooled, 
OHV 
Full Tank 18 Liters
Recoil Starting + electric starting
With AVR

Max Power Output 2800 W
Displacment 196cc
Horisontal Shaft 4 Stroke Air Cooled, 
OHV 
Full Tank 18 Liters
Recoil Starting + electric starting
With AVR

RG1500-1 RG2800-1 RG3800-1

INCLUDE  : User Manual, Warranty Card

SPECIFICATION RG 1500-1 RG 2800-1 RG 3800-1 RG 7800-1 RG 8800-1 RG 9800-1

G 
E 
N 
E 
R 
A 
T 
O 
R

MAX POWER 1.000 W2 .500 W2 .800 W5 .500 W6 .500 W8 .000 W

RATED POWER 900 W2 .000 W2 .500 W5 .000 W6 .000 W7 .000 W

RATED AMPERE 4,5 A9 ,1 A 11,4 A 22,7 A A3

RATED VOLTAGE 220 V

FREQUENCY 50 Hz

DC OUTPUT 12 V / 8,3 A

PHASE SINGLE

E 
N 
G 
I 
N 
E

TYPE 4 STROKE, OHV SINGLE - CYLINDER GASOLINE ENGINE WITH FORCED AIR COOLED

ENGINE MODEL NP 1500 GX 160 GX 200 GX 390 GX 420 GX 500

DISPLACEMENT 87 CC 163 CC 196 CC 389 CC 420 CC 439

MAX POWER OUTPUT 2.8 HP/3.600 RPM 5.5 HP/3.600 RPM 6.5 HP/3.600 RPM 13 HP/3.600 RPM 16 HP/3.600 RPM 19HP/3.600 RPM

STARTING SYSTEM RECOIL STARTING RECOIL STARTING + ELECTRIC STARTING

FUEL GASOLINE

FUEL TANK CAPACITY 8 L 18 L 18 L

OIL ENGINE CAPACITY 350 ML 600 ML 600 ML 1.100 ML 1.100 ML 1.100 ML

NOISE LEVEL 56 dB 68 dB 70 dB 77 dB 77 dB 78 dB

DIMENSION 50 x 39 x 42 CM 66 x 50 x 47 CM 66 x 50 x 47 CM 71 x 57 x 63 CM 71 x 57 x 63 CM 71 x 60 x 63 CM

GROSS WEIGHT 28 KG 45 KG 48 KG 85 KG 87 KG 92 KG

C 
O 
N 
F 
I 
G 
U 
R 
A 
T 
I 
O 
N

AUTOMATIC VOLTAGE REGULATOR

FUEL METER

VOLT METER

HOUR METER

AMPERE METER

12 V DC OUTPUT

2 WHEEL TRANSPORT KIT

DOUBLE RECEPTAPLE/PLUG FEMALE

BRUSH ALTERNATOR

6 8522

2

9

2 5 7

32 A29,5

6
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Max Power Output 5500 W
Displacment 389cc
Horisontal Shaft 4 Stroke Air Cooled, 
OHV 
Full Tank 28 Liters
Recoil Starting + electric starting
With AVR

Max Power Output 5.5 HP/3,600 RPM
Displacment 163cc
Horisontal Shaft 4 Stroke Air Cooled, 
OHV 
Full Tank 3.6 Liters
Recoil Starting
Suction Dia 1”
Discharge Dia 1”

Max Power Output 5.5 HP/6,500 RPM
Displacment 163cc
Horisontal Shaft 4 Stroke Air Cooled, 
OHV 
Full Tank 0.7 Liters
Recoil Starting
Suction Dia 1”
Discharge Dia 1”

Max Power Output 5.5 HP/3,600 RPM
Displacment 389cc
Horisontal Shaft 4 Stroke Air Cooled, 
OHV 
Full Tank 6.5 Liters
Recoil Starting
Suction Dia 1”
Discharge Dia 1”

Max Power Output 5.5 HP/3,600 RPM
Displacment 196cc
Horisontal Shaft 4 Stroke Air Cooled, 
OHV 
Full Tank 3.6 Liters
Recoil Starting
Suction Dia 1”
Discharge Dia 1”

Max Power Output 6500 W
Displacment 389cc
Horisontal Shaft 4 Stroke Air Cooled, 
OHV 
Full Tank 28 Liters
Recoil Starting + electric starting
With AVR

Max Power Output 8000 W
Displacment 439cc
Horisontal Shaft 4 Stroke Air Cooled, 
OHV 
Full Tank 28 Liters
Recoil Starting + electric starting
With AVR

RG7800-1

GREEN20CX / BLACK20CX

RS10CX RS40CX

GREEN30CX / BLACK30CX

RG8800-1 RG9800-1

WATER PUMP

INCLUDE  : User Manual,
Warranty Card
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Max Power Output 5.5 HP / 3,600 Rpm
Displacment 163cc
Ignition System Transistor Magneto
Horisontal Shaft 4 Stroke Air Cooled, 
OHV Single CYL
Full Tank 3.6 Liters

Max Power Output 6.5 HP / 3,600 Rpm
Displacment 196cc
Ignition System Transistor Magneto
Horisontal Shaft 4 Stroke Air Cooled, 
OHV Single CYL
Full Tank 3.6 Liters

Max Power Output 6.5 HP / 1,800 Rpm
Displacment 196cc
Ignition System Transistor Magneto
Horisontal Shaft 4 Stroke Air Cooled, 
OHV Single CYL
Full Tank 3.6 Liters

GANSOLINE ENGINE (Green / Black)

06.

RS 200 LSRS 200RS 160

DESCRIPTION

INCLUDE  : User Manual, Warranty Card

RS 160 RS 200 RS 200 LS

TYPE Air Cooled 4 Stroke, OHV Single Cyl, Horizontal Shaft

MAX POWER / RPM 5.5 / 3600 6.5 / 3600 6.5 / 1800

BORE X STROKE 68 x 456 8 x 456 8 x 45 

DISPLACEMENT 163 196 196

COMPRESSION RATIO 8.5 : 1 8.2 : 1

IGNITION SYSTEM TCI

STARTING SYSTEM RECOIL

LUBRICATION SYSTEM SPLASH

FUEL TANK CAPACITY 3.66

OIL CAPACITY 600

AIR CLEANER Semi - Dry

DIMENSION 36 x 31 x 33 37 x 31 x 33 39 x 38 x 34

WEIGHT 15 Kg 16 Kg 18 Kg

LUBE SPESIFICATION SAE 10W30

84
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Max Power Output 13 HP / 3.600 Rpm
Displacment 389cc
Ignition System Transistor Magneto
Horisontal Shaft 4 Stroke Air Cooled, 
OHV Single CYL
Full Tank 6.5 Liters
Recoil Starting

Max Power Output 13 HP / 1,800 Rpm
Displacment 407cc
Ignition System Transistor Magneto
Horisontal Shaft 4 Stroke Air Cooled, 
OHV Single CYL
Full Tank 6.5 Liters
Recoil Starting

Max Power Output 16 HP / 3,600 Rpm
Displacment 407cc
Ignition System Transistor Magneto
Horisontal Shaft 4 Stroke Air Cooled, 
OHV Single CYL
Full Tank 6.5 Liters
Recoil Starting

Max Power Output 18 HP / 1.800 Rpm
Displacment 407cc
Ignition System Transistor Magneto
Horisontal Shaft 4 Stroke Air Cooled, 
OHV Single CYL
Full Tank 6.5 Liters
Recoil Starting

Max Power Output 18 HP / 2,800 Rpm
Displacment 459cc
Ignition System Transistor Magneto
Horisontal Shaft 4 Stroke Air Cooled, 
OHV Single CYL
Full Tank 8.7 Liters
Recoil Starting

Max Power Output 13 HP / 3,600 Rpm
Displacment 459cc
Ignition System Transistor Magneto
Horisontal Shaft 4 Stroke Air Cooled, 
OHV Single CYL
Full Tank 6.5 Liters
Recoil Starting

Max Power Output 18 HP / 1,800 Rpm
Displacment 459cc
Ignition System Transistor Magneto
Horisontal Shaft 4 Stroke Air Cooled, 
OHV Single CYL
Full Tank 6.5 Liters
Recoil Starting

DESCRIPTION

INCLUDE  : User Manual, Warranty Card

RS390 RS390LS RS420

RS460LSRS460RS420LS

RS640

RS 390 RS 390 LS RS 420 RS 420 LS RS 460 RS 460 LS RS 640

TYPE Air Cooled 4 Stroke, OHV Single Cyl, Horizontal Shaft

MAX POWER / RPM 13 / 3600 13 / 1800 16 / 3600 16 / 1800 18 / 3600 18 / 1800 18 / 2800

BORE X STROKE 88 x 649 0 x 64 90 x 66 85 x 63

DISPLACEMENT 389 407 459 85 x 63

COMPRESSION RATIO 8.2 : 1

IGNITION SYSTEM TCI

STARTING SYSTEM RECOIL

LUBRICATION SYSTEM SPLASH

FUEL TANK CAPACITY 6.5 8.7

OIL CAPACITY 1000

AIR CLEANER Oil - Bath

DIMENSION 45 x 41 x 445 3 x 48 x 484 7 x 43 x 47 55 x 51 x 51 58 x 56 x 546 2 x 56 x 54

WEIGHT 31 Kg 34 Kg 36 Kg 39 Kg4 0 Kg 42 Kg 31 Kg

LUBE SPESIFICATION SAE 10W30

g4
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BRUSH CUTTER 2 TAK

GREEN / BLACK 1300 GENERATOR SET

Equipped barrier bar for increased stability,
Chest and back ergonomic harness.
Air punge system for easy starting.

DESCRIPTION

Max Power Output 1000 W
2 Tak Machine 
Full Tank 4 Liters
Recoil Starting
With AVR

RBC2T

RG1300

Material			   : Spring Steel
Fuel			   : Gasoline 25 L (2-T Oil 1L)
Fuel Capacity		  : 1.2 L
Ignition Plug		  : BM-7A/CJ6
Weight			   : 9.4 kg

Packaging Information
#1 = 40 x 30 x 28cm
#2 = 137 x 7 x 9cm

INCLUDE  : User Manual, Warranty Card
, Oil Machine, Cover Engine Oil, Air Filter

INCLUDE  : User Manual, Warranty Card

GENERATOR GREEN / BLACK

MAX POWER 1.000 Watt

RATED POWER 850 Watt

RATED AMPERE 3.0 A

VOLTAGE 220 Volt

FREQUENCY 50 Hz

DC OUTPUT 12/10 V/A

PHASE Single Phase

TYPE 2 Stroke Engine

ENGINE MODEL ET 950

MAX POWER OUTPUT 2.8/3000 HP/RPM

STARTING SYSTEM Recoil Starting

FUEL Gasoline + Oil (50:1)

FUEL TANK CAPACITY 4.5 Liter

NOISE LEVEL 63 dB

DIMENSION 38.5 x 32 x 33 CM

GROSS WEIGHT 21 Kg

FUEL METER

VOLTMETER

12 V DC OUTPUT
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POWER SPAYER 22 L

GASOLINE CHAIN SAW 22”
STEEL ALLOY

Professional Treated Materials
Various Designed Accessories
Long Life Leakless Pump

DESCRIPTION

DESCRIPTION

High Performance Engine
High Quality Saw Chain
Build With Filtration System
Automatic Filling Oil
Comfortable And Safety Design

RPS22

RGS22

Model				    : RPS22
Pressure				   : 22 - 35 kg / cm2

Speed				    : 800 - 1,200 rpm
Suction Ability			   : 13 - 22 L / min
Electric Motor			   :1.5 - 2.0 HP
Gasoline Engine			   : 3.4 - 4.0 PS
Size				    : 37 x 30 x 32 cm
Weight				    : 6.5 kg / 7.5 kg

Guide Bar			   : 22 inch
Max Power			   : 1.88 KW / 8,500 rpm
Displacement			   : 52 cc
Max. Cutting RPM		  : 1,000 rpm
Saw Chain ( Pitch X Gauge )	 : 0.325 X 0.085
Chain Qty			   : 43
Teeth of Spocket			   : 7 T
Fuel Mixing Rate			   : Gasoline (20:1)
Fue Tank Capacity		  : 550 ml
Chain Oil Tank Cpacity		  : 260 ml
Chain Oil Supply Sistem		  : Automatic
Net Weight			   : 6.5 kg
Dimension			   : 49 x 26 x 28 cm

INCLUDE  : Manual Book, Warranty Card, Key L 
2 pcs, Screwdriver (-) 1 pc, Spark Plug Wrench 
1 pc, Bottle 1 pc.

INCLUDE  : User Manual, Warranty Card
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Rate Input Power		  : 900 W
Rate Input Voltage	 : 220V±15%
Frequency		  : 50/60 Hz
Input Capacity		  : 5.0 Kva
Duty Cycle		  : 60% 40°C
Current Range		  : 20 – 120 A
Efficiency		  : 85%
Usable Electrode		  : 1.6 – 3.2 mm
No-load Voltage		  : 62V
Weight			   : 4.1 kg

Packaging Information
Case Qty		  : 4 pcs/ctn
G.W/N.W		  : 18 Kg/18 kg
Packaging Size		  : 42,5 cm x 36,5 cm x 49,5 cm

Rate Input Power		  : 1300 W
Rate Input Voltage	 : 220V±15%
Frequency		  : 50/60 Hz
Input Capacity		  : 5.0 Kva
Duty Cycle		  : 60% 40°C
Current Range		  : 20 – 160 A
Efficiency		  : 85%
Usable Electrode		  : 1.6 – 4 mm
No-load Voltage		  : 62V
Weight			   : 5.6 kg

Packaging Information
Case Qty		  : 2 pcs/ctn
G.W/N.W		  : 11,3 Kg/10,4 kg
Packaging Size		  : 46,5 cm x 37,5 cm x 30,5 cm 

Small Power
Can Use a Generator
Duty Cycle 60%
Can Weld Argon dan Stainless Steel maximum 
ampere 200A
Rated Voltage 180 – 240 V

Small Power
Can Use a Generator
Duty Cycle 60%
Can Weld Argon dan Stainless Steel maximum 
ampere 200A
Rated Voltage 180 – 240 V

IWELDING MACHINE 
IGBT120-1

WELDING MACHINE IGBT 
160-1

RII120-1

RII160-1

SPECIFICATION

SPECIFICATION

IGBT
ANTI

STICKING
HOT

START

IGBT
ANTI

STICKING
HOT

START

INCLUDE  : User Manual, Warranty Card, 1 Pc Brush And Hammer, 
1 Pc Welding Mask, Cable Female, Cable Male

INCLUDE  : User Manual, Warranty Card, 1 Pc Brush And Hammer, 
1 Pc Welding Mask, Cable Female, Cable Male
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INCLUDE  : User Manual, Warranty Card, 1 Pc Brush And Hammer, 
1 Pc Welding Mask, Cable Female, Cable Male

INCLUDE  : User Manual, Warranty Card, 1 Pc Brush And Hammer, 
1 Pc Welding Mask, Cable Female, Cable Male

Rate Input Power		  : 1800 W
Rate Input Voltage	 : 220V±15%
Frequency		  : 50/60 Hz
Input Capacity		  : 5.0 Kva
Duty Cycle		  : 60% 40°C
Current Range		  : 20 – 200 A
Efficiency		  : 85%
Usable Electrode		  : 1.6 – 4 mm
No-load Voltage		  : 62 V
Weight			   : 2.8 kg

Packaging Information
Case Qty		  : 2 pcs/ctn
G.W/N.W		  : 12,4 Kg/7,9 kg
Packaging Size		  : 46,5 cm x 39 cm x 30 cm 

Small Power
Can Use a Generator
Duty Cycle 60%
Can Weld Argon dan Stainless Steel maximum 
ampere 200A
Rated Voltage 180 – 240 V

WELDING MACHINE IGBT 
200-1

RII200-1 SPECIFICATION

IGBT
ANTI

STICKING
HOT

START

Input Power Source	 : 3 Phase
Input Voltage		  : 380 V
Frequency		  : 50/60 Hz
Duty Cycle		  : 60% 40°C
Output Current		  : 20 – 40 A
Current Range		  : 20 – 400 A
Efficiency		  : 85%
Usable Electrode		  : 1.6 – 4 mm
Weight			   : 22.4 kg

Packaging Information
Case Qty		  : 1 pcs/ctn
G.W/N.W		  : 22.4 Kg/21.4 kg
Packaging Size		  : 60 cm x 36 cm x 48.5 cm 

  Maximum Ampere 400A 
380V Input Voltage Rate ± 15% 
ARC - Force for Anti Sticking 
VRD function, safe for welder 
Dust-free Cooling System with increased duty cycle 
Leading edge single IGBT technology 

WELDING MACHINE 400 A
RII400 SPECIFICATION

IGBT
ANTI

STICKING
HOT

START

92



INCLUDE  : User Manual, Warranty Card, 1 Pc Brush And Hammer, 
1 Pc Welding Mask, Cable Female, Cable Male

Input Power Source	 : 3 Phase
Input Voltage		  : 380 V
Frequency		  : 50/60 Hz
Duty Cycle		  : 60% 40°C
Output Current		  : 20 – 40 A
Current Range		  : 20 – 400 A
Efficiency		  : 85%
Usable Electrode		  : 1.6 – 4 mm
Weight			   : 22.4 kg

Packaging Information
Case Qty		  : 1 pcs/ctn
G.W/N.W		  : 22.4 Kg/21.4 kg
Packaging Size		  : 60 cm x 36 cm x 48.5 cm 

  Maximum Ampere 400A 
380V Input Voltage Rate ± 15% 
ARC - Force for Anti Sticking 
VRD function, safe for welder 
Dust-free Cooling System with increased duty cycle 
Leading edge single IGBT technology 

WELDING MACHINE MIG 
MMA 135 A

RIM135 SPECIFICATION

IGBT
ANTI

STICKING
HOT
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1. Length			  : 150 mm
2. Diameter		  : 22 mm
3. Diameter		  : 32 mm
4. Diameter		  : 59 mm
5. Diameter		  : 26 mm
Weight			   : 0.36 kg

Packaging Information
Case Qty		  : 45 pcs/ctn
G.W/N.W		  : 16.1 Kg/16.6 kg
Packaging Size		  : 53 cm x 32 cm x 19 cm

1. Length			  : 12 mm
2. Length 		  : 9 mm
3. Diameter		  : 37 mm
4. Width			   : 6 mm
Weight			   : 0.01 kg

Packaging Information
Case Qty		  : 1.200 pcs/ctn
G.W/N.W		  : 7.5 Kg/8 kg
Packaging Size		  : 62 cm x 34 cm x 29 cm

1. Outside Diameter	 : 45 mm ± 0.1
2. Inside Diameter	 : 12 mm ± 0. 1
3. Diameter Pinion	 : 6.5 mm ± 0.1
4. Qty Teeth Gear		 : 37 Pcs

Packaging Information
Case Qty		  : 200 pcs/ctn
G.W/N.W		  : 17.4 Kg/16.9 kg
Packaging Size		  : 62 cm x 23 cm x 14 cm

ARMATURE

CARBON BRUSH

GEAR

SPECIFICATION

SPECIFICATION

SPECIFICATION
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1. Length			  : 75 mm
2. Length		  : 45 mm
3. Diameter		  : 55 mm
Weight			   : 0.41 kg

Packaging Information
Case Qty		  : 50 pcs/ctn
G.W/N.W		  : 20.4 Kg/20.9 kg
Packaging Size		  : 34.5 cm x 34.5 cm x 19 cm

1. Length			  : 23 mm
2. Width			   : 14 mm
3. Height			  : 19 mm
4. Diameter		  : 12 mm
5. Height			  : 23 mm
Weight			   : 1.78 kg

Packaging Information
Case Qty		  : 1.200 pcs/ctn
G.W/N.W		  : 18.1 Kg/18.6 kg
Packaging Size		  : 62 cm x 34 cm x 29 cm

Voltage			   : 12 V
Capacity			  : 1500 mAh
Length			   : 9.20 cm
Width			   : 5.80 cm
Hight			   : 5.80
Weight			   : 0.18 kg

Packaging Information
Case Qty		  : 100 pcs/ctn
G.W/N.W		  : 18.2 Kg/18.2 kg
Packaging Size		  : 57 cm x 19 cm x 29.5 cm

STATOR

SWITCH

BATTERY CORDLESS

SPECIFICATION

SPECIFICATION

SPECIFICATION
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